
AA Machines B.V. - Demolition & Sorting Grabs

Model: class weight* width open height capacity
closing 

force

P max 

open/close

P max 

rotation

flow 

open/close

flow 

rotate

ASG (t) (Kg) (mm) (mm) (mm) (l) (kn) (bar) (bar) (l/min.) (l/min.)

75D 0,7-1.2 75 300 600 700 30 6 300 170 15 5

150D 1,2 - 3 140 450 750 700 70 15 300 170 25 10

200D 2,5 - 4 240 500 1160 850 100 20 300 170 35 10

200Dcw10 3 - 5 260 500 1160 850 100 20 300 170 35 10

400D 4 - 6 350 600 1400 950 150 23 300 190 40 12

450D 5 - 9 400 700 1500 1000 200 24 300 190 50 12

452D 7 - 11 450 700 1550 1100 200 24 320 190 70 15

500D 7 - 12 600 600 1800 1150 300 30 350 190 90 15

600D 10 - 16 840 800 1800 1200 400 35 350 190 100 25

802D 12 - 20 1000 800 1950 1300 500 46 350 190 120 25

902D 13 - 20 1090 900 1950 1300 600 46 350 190 120 25

1002D 15 - 20 1170 1000 1950 1300 700 46 350 190 120 25

1102D 16 - 25 1400 900 2100 1500 750 55 350 190 150 35

1202D 17 - 28 1500 1000 2100 1500 800 68 350 190 160 35

1402D 20 - 28 1600 1200 2100 1500 850 68 350 190 170 35

1702D 23 - 30 1750 1200 2250 1500 900 80 350 190 170 35

1900D 25 - 38 1900 1200 2200 1650 900 80 350 190 180 35

2500D 28 - 40 2500 1200 2200 1700 1000 90 350 190 200 35

2700D 30 - 50 2700 1360 2200 1750 1100 90 350 190 200 35

3000D 35 - 50 3000 1500 2400 1800 1300 90 350 190 200 35

5000D 45 - 100 5000 1800 3000 2000 1600 130 350 190 300 60
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+ 31 78 6452 276

+ 31 78 6452 752

www.aamachines.nl

info@aamachines.nl

● Multifunctional for sorting, demoltion, material handling, etc.     ● Hose protection

● 360° Rotation     ● Reversable edges with flush mounted bolts and nuts

● Easy acces to grease points     ● Low building height due to horizontal cilinders

● Also available:  ● WITHOUT rotator     ● Tree Grab model

* Weight incl. headplate and bolt-on-edges
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